
world leaders in wireless instruments

WIND WITHOUT
WIRES



Whether you’re replacing an existing system or
considering installing one for the first time, Tacktick’s
wireless wind instruments are the perfect solution:
easy to use and easy to install.
Unlike other wind systems, your masthead wind
transmitter will talk to your display wirelessly via
Tacktick’s unique Micronet technology.  That means 

 no wires running down your mast and no risk of
electrical faults caused by wiring. 
Tacktick systems are at the forefront of 
performance and precision. The displays are easy 
to read and understand. Installation is quick and
simple so you can save considerable cost by 
installing the system yourself.

mn30 entry-level wind system
The brand new T033 wind system is the ideal
solution for cruising yachts 35ft or under.

Wind speed and direction information is
delivered wirelessly from the wind transmitter,
whilst the display itself is powered by your boat’s
12-volt battery.

Summary of features

• True and apparent wind speed and direction 
(true wind requires boat speed)

• Large clear analogue display

• Display backlighting for night sailing

• Completely waterproof to 10 metres

• Simple Installation

•   Easy calibration

Precision wireless wind systems 
that are a breeze to install.

Display Wind Transmitter

T033 system comprises of:



Completely Wireless 
Wind Transmitter 

This accurate, and highly responsive wind
transmitter sends data from the top of your 
mast wirelessly to any display.
It is completely wireless and solar powered so no
wires down the mast and totally self-powering. 

• Waterproof

• Robust

• Serviceable

mn100 multi-wind system
The award-winning T101 system contains a more
advanced multi-functional display typically suited
for cruising or racing boats up to 60ft that
require more from their wind.

You have all the functionality of the T033 
system opposite, as well as offering:

• Close-hauled wind information

• Velocity made good (VMG)

• Beaufort scale

• Compass with steer lock

• Course over ground (COG)

• Turn to waypoint

The display is powered by it’s own solar battery
(or 12 volt input if preferred).  That means no
wires to fit and no holes to drill in your boat. 
The proven technology is so power-efficient 
that the internal batteries drive the backlight
night after night.

Display Wind Transmitter

T101 system comprises of:



world leaders in wireless instruments

“In our extensive wind tunnel tests of twelve leading brands, Tacktick’s Wind 
Transmitter proved the best on the market for accuracy, quality and price”
Voiles et Voiliers Magazine, France

“Tacktick wind systems couldn’t be easier to install and use.  No installation hassles.
Hard to beat”
James Turner, Sailing Today

“We’d heard good reports about Tacktick’s wireless instruments and needed 
little persuasion to go in the no-wires direction….I’ve been impressed with the
functionality of the system”
Peter Nielsen, Editor Sail Magazine, USA

Tacktick Limited
22 North Street, Emsworth, 
Hampshire, PO10, 7DG UK

Configure your system online at

www.tacktick.com

Tacktick, the choice of medal winners
at the Beijing 2008 games.
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